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About IAC MusicBox

IAC’s new range of music practice rooms are completely engineered environments with
interior acoustic treatments, providing a variety of colours and finishes to complement
any architectural design.

IAC’s MusicBox is a range of affordable, modular music practice rooms, enabling
musicians to rehearse and record within a controlled and self-contained environment.

IAC modular rooms are manufactured to isolate the room from external airborne
noise, mitigate internally generated sounds and provide optional vibration isolation
from structure-borne noise transmission.

Available in two standard models, MusicBox (single wall construction) and
MusicBox Pro (double wall construction) each give guaranteed sound

isolation ratings. Single wall constructed models can be configured to
achieve NIC 45 whilst double wall models can reach up to NIC 65.

The prefabricated panel design of IAC’'s MusicBox makes for simple
and cost effective installation giving dimensional flexibility and
offering both solo and group practice spaces.

Custom room sizes
IAC provides custom sizes and shapes to suit

your needs. Wish that your practice space \ . ) ;
could be longer or taller? Single or double Guaranteed sound isolation All components are acoustically rated Options for:

walled? It's not a problem. IAC will take ratings 102mm thick wall and ceiling panels Custom room dimensions

into account space limitations in order to Cleaner and faster Standard 2360mm interior ceiling height Non-parallel walls

maximise the volume of each and every installation Double magnetic compression seals for Floating / isolated floors

room. Easily expanded or relocated doors Custom window sizes
Closure panels produce a Silent ventilation systems Custom acoustic treatments

Custom room shapes complete built-in appearance Laminate wood floor covering Floor finishes

Acoustic consultants often prefer to have for multi-room suites Integral LED lighting, integrated power

room shapes that are not rectangular. outlets and light / fan switches

Horizontally or vertically angled walls
are available as options for both
MusicBox and MusicBox Pro facilities.
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Laminate flooring
Glazed doors

Acoustic windows

Stretched fabric including
bespoke printed finishes
Foam acoustic panels in a
range of colours and fabrics
including printing to your own
design

Tuning / absorption packages

IAC MusicBox

A new concept in modular rehearsal room design
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IAC MusicBox
Available with both rectangular and
angled walls, MusicBox gives a
noise reduction level of NIC 45.
Constructed in a single wall
configuration, this range is ideal
for isolating practice spaces
either as standalone units or
as part of a suite of rooms.

Specification
Full specification can
be seen opposite.

IAC’s new range of music practice rooms, MusicBox is available in 15 standard sizes giving
various degrees of volume and space. IAC’s MusicBox is more open and less confining than
other music practice rooms, feeling more like a performance space.

Available as standard:

Solid acoustic walls

Perforated acoustic ceilings

Smooth corner panels

Glazed STC53 [Rw52dB) acoustic door
Laminate / wood flooring

10 standard RAL colours available

Ceiling mounted 4 spot LED track lights

2 double power sockets / receptacle outlets
Wall or roof mounted ventilation system
Proven Laboratory Test Data / Certification
BB93 Compliant* for UK Market

Fully Demountable

Durable

IAC MusicBox can be configured to suit virtually any shape and size, allowing you to custom
design your very own individual practice space, your very own MusicBox.

* MusicBox complies with the room to room isclation requirements and internal ambient background levels as stated within BB93
[section 5 - The design of reoms for music).

Outside Dimensions
Height Width | Depth Height

Inside Dimensions
Model
Width Depth |
MusicBox Rectangular Models
2379mm 1290mm 2360mm 2583mm 1494mm 2538mm
7107 437 T 8’6" &11" 8’4"
2379mm 2295mm 2360mm 2583mm 2499mm 2538mm
7'10” 76" Yk B'6” 82" B4
3384mm 2295mm 2360mm 3588mm 2499mm 2538mm
11" 76" 79" e 82" B4
3384mm 3300mm 2360mm 3504mm 3504mm 2538mm
119 10107 79" 116" 11°6" B'4"
4389mm 3300mm 2360mm 4593mm 3504mm 2538mm
145" 10°10” 79> 1517 11°6" 84"
MusicBox Angled Wall Models

MBRO1

MBR02

MBRO3

MBRO4

MBROS

1683mm 2360mm 2599mm 1887mm 2538mm
56" il ol 86" 627 84"
2673mm 2360mm 2599mm 2877mm 2538mm
8'9" 79 B'6” 9'5” B4
2847mm 2360mm 3604mm 305Tmm 2538mm
94" 7" 11'10" 1007 84"
4011mm 2360mm 4609mm 4215mm 2538mm
132" 9 15'1%" 13'10” B4
4186mm 2360mm 5614mm 4390mm 2538mm
13'9" i 18'5" 14’57 84"

MBAO1 2375mm 7'9%"

MBA02 2375mm 7'9%"

MBAO3 3380mm 111"

MBAO4 4385mm 14'5"

MBAOS 5390mm 178"

For angled wall models, the outside and inside depths shown are the maximum (as shown on the diagrams
on page 4. For actual dimensions of individual walls, please contact IAC Acoustics.



IAC MusicBox Pro

Modal Inside Dimensions Outside Dimensions
- - ode! » N . .
A new concept in modular rehearsal room design width |  Depth |  Height width | Depth |  Height
MusicBox Rectangular Models
2379mm 1290mm 2360mm 2987mm 1898mm 2740mm
IAC MusiCBDX PI‘O QUTSIDE WIDTH it ls ey 7% sl &3¢ ot
: . i i 379 9 360 987 9 7
Available with both rectangular and angled MBPRO2 A, 229mm Acmm 298gmm e Aot
. . . . INSIDE WIDTH
walls, MusicBox gives a noise reduction ) I ’ —— 3384mm 2295mm 2360mm 3392mm 2903mm 2740mm
level of NIC 65. Constructed in a double 1 76 79 1317 967 90"
. . . . . ¥
wall conf|gu ration, this range is ideal MBPRO4 3384mm 3300mm 2360mm 3908mm 3504mm 2740mm
: : : : : 119" 100" 79" 12'10° 116" 90"
for isolating practice spaces either as E =
« . w 8 4389mm 3300mm 2360mm 4997mm 3908mm 2740mm
standlone units or as part of a suite of el g MusicBox Pro MBPROS 144" 10'10" 79" 164" 12'10° 90"
. =} w
rooms. Due to the double wall construction, al £ MusicBox Angled Wall Models
A S ¢ 2 2| g
MusicBox Pro is ideal for isolating the y PRI 2375mm 1683mm 2360mm 3041mm 2349mm 2740mm
sound produced by more noisy instruments ' T 5% 79 100 78 90
such as percussion or for playing music at 4 CLEAR MBPAQ2 e gsiimnm & Sl tmm Saslimny b
higher volumes OPENING | TV 89 79 100" 011" 90
9 ) neel/) i 3380mm 2847mm 2360mm 4046mm 3513mm 2740mm
1 b & b 94" 79" 133" 1167 90"
Specification YT 4385mm 4011mm 2360mm 5051mm 4678mm 2740mm
Specification is the same as MusicBox, 1455 1325 79 o7 1945 i
except the construction where a double wall f SUITEADE WRTTH . MBPAOS AR A1Eemm Hmm opmsimm 4552mm 224
is used to increase sound isolation. " INSIDE WIDTH "
For angled wall models, the outside and inside depths shown are the maximum (as shown on the diagrams

on page 6. For actual dimensions of individual walls, please contact IAC Acoustics.

MusicBox Pro

PP ==y,

iac acoustics

11930 3015400
(130 G




Acoustic Performance

Selection data to choose the perfect rehearsal space for your needs

Sound reduction from practice room to practice room*

1/1 Octave Band Ctr. Freq. (Hz)
125 250 500 1k 2k 4k 8k NIC
MusicBox 390 67N E65 M 78N RS 7 878 W82 F65

* NIC 65 level achieved using room to room [minimum 100mm air gap required) or double walled models only

Sound reduction from practice room to corridor

1/1 Octave Band Ctr. Freq. (Hz)
125 250 500 1k 2k 4k 8k NIC
MusicBox 29| 455 B53 1 N58 1 (630 N64 | Nh0N F45

NIC 45 level achieved using standard single walled models

Internal Reverberation Times

1/1 Octave Band Ctr. Freq. (Hz)
125 250 500 1k 2k 4k 8k Awmoe

(seconds]

Typical RT 0.22 0.20 0.30 0.41 052 0.47 - (0.35)

Reverberation times are approximate +/- 0.01 seconds.
The values stated above are typical for a rectangular shaped room, approximately 3m (10') x 3m (10')
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lac acoustics

IAC Acoustics Thailand Co., Ltd.

6/54-56, Thanon Poemsin Soi 42,

Ongern - Sai Mai Bangkok 10220 Thailand

Ph: (+66) 02-1012827 | Email: info@iac-acoustics-thailand.com

lac-acoustics-thailand.com

IAC has worldwide offices and manufacturing e
plants in the UK, Australia, Canada, China, Malaysia, E . E
Indonesia, Thailand, Philippines Denmark, France,

Germany, ltaly, Spain, UAE - Dubai, USA Houston,

USA Lincoln, USA - New York. [w]



